
A SPLASH
OF LIVING
COLOUR

2012 EDITION

zenolite.com



ZENOLITE® - THE COMMERCIAL “PERFORMANCE” PANEL

TIME - Zenolite® saves time - Why? Because you do not need to lay 
individual tiles or use any grouting - and time is money on any commercial 
project. It’s light weight, easy to handle and can be cut, drilled, shaped and 
bent on site unlike other materials such as glass panels. 

FREIGHT AND PACkAGING - Costs are reduced because Zenolite is lightweight, allowing for more shipping and transport 
options as well as increased load volumes. Fuel usage is reduced as the lighter pallet weights require less energy in cartage, plus 
its easier to handle and move around. Zenolite also reduces the need for specific protective packaging or vehicle needs that are 
often required with fragile glass alternatives. 

OH&S - Being lighter in weight, each panel is more manageable, which in turn reduces the risk of a lift injury. 

MAINTENANCE - Being completely inert with an impervious surface, bacteria, mould and viruses do not permeate the sheet. 
They are simply wiped away with soap and water - which is a significant saving in time and chemical use over the life of the 
installation. Zenolite carries a 10 years indoor UV warranty.

COST - In all projects, Time is Money. Zenolite is a high gloss panel that saves money, making it the ideal product for many 
applications. Far less expensive than back painted glass panels and some tiling solutions, Zenolite is the smarter modern alternative.

SAVINGS

CLEANING
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Zenolite is easy to clean using soap, warm water and a 
soft micro fibre cloth or chamois. 

strong chemicals are not required.

non-stick surface will not harbour mould, viruses, 
bacteria, soap or calcium build up.

easy to clean impervious ultra hygienic surface.

Highly resistant to typical commercial cleaning products.

The installation system uses a combination of double sided tape and    
neutral cure silicone. allowance for thermal movement is important and 
3mm (1/8”) per 1000mm (40”) is adequate in most situations. Joints can 
be left open, sealed with neutral cure silicone or used with the Zenolite 
edge extrusions. refer to the Zenolite Technical Guide at zenolite.com   
for full details.

INSTALLATION

Zenolite® polymer panels bring life, colour 
and style to any vertical surface. 
Flat, bend, shape - creativity requires flexibility!

Designed for large commercial areas.

RESULTS
Zenolite performs incredibly well in all applications because it has two layers 
of acrylic fused into one (a colour layer and a clear layer). This means:

the colour is not simply a layer of paint
you cannot remove the colour layer - it is part of the sheet 
unlike glass and other painted high gloss products, minor scratches 
to the colour layer will not show through to the clear side because the 
colour layer is part of the sheet

ENVIRONMENT
Zenolite is designed to have as minimal impact on the environment as   
possible and is wholly manufactured under the eGr environmental 
Management system, which has been independently accredited to 
IsO14001. The manufacturing process does not release any harmful   
emissions to air, land or water. Zenolite is hygienic and does not promote 
bacterial growth or transmission making it ideal for food outlets, high traffic 
areas and public spaces.
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ZENOLITE COLOUR RANGE
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Walls 	  
Partitions 	  
Boardrooms 	  
Bath/Wash rooms 	  
Kitchenette 	 

Hotels 	  
Internal Facades 	  
retail Fitouts 	  
restaurants 	  
Commercial Projects 	  
Offices 	 

Custodial 	  
Health 	  
Food/Preparation 	 

Commercial:

Zenolite is an optical grade polymer panel that is 

co-extruded to encapsulate both a colour and 

clear layer. Zenolite is not painted and utilises 

the same technology required to produce LCD 

displays - giving it crystal clear colour and depth.

ZENOLITE

Zenolite Plus has all the benefits of Zenolite 

but with a further protective “micro-layer” 

for use in high chemical areas such as food 

preparation, medical and public utility sites.

ZENOLITE PLUS

Design 
is a reflection 
of elegance 
and simplicity



Zenolite can be finished using a variety of 

aluminium edge extrusions. There are five 

profiles each supplied in 2500mm (98”) 

lengths. available for 6mm sheet only.

EDGE FINISHING 
AND jOINING ZneX0004

square edge Cap
ZNEX0005
Quad edge Cap

ZneX0003
straight Joiner

ZneX0001
Outer Quad Corner

ZneX0002
Internal Quad Corner
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1200mm

2465mm x 1240mm x 4mm thick

(for small areas & bending)

2465mm x 1240mm x 6mm thick 

3690mm x 1240mm x 6mm thick

3150mm x 650mm x 6mm thick

2440mm x 1200mm x 6mm thick

For minimum order quantities we can 
customize both colour and panel sizes. 
Contact your distributor or eGr for 
details.

SHEET SIZES

ZENOLITE

ZENOLITE PLUS

CUSTOM
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ZENOLITE PLUS COLOUR RANGE

Custom colours available upon request. 
Minimum order quantities apply. 

Due to the nature of the printing process, the 
colours depicted in this brochure may vary 
compared to the actual products’ colour. 
Printed colours and images are to 
be used as a guide only. 

ZENOLITE PANEL PROPERTIES
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GENERAL PROPERTIES

Specific Gravity ASTM D-792 1.19 1.19
Water absorption ASTM D-570 < 0.5% < 0.5%
Gloss - Zenolite AS/NZS 1580.602 > 80 % > 80%
Gloss - Zenolite Plus AS/NZS 1580.602 > 90% > 90%

DIMENSIONS

Diagonal Difference - < 4mm <  0.16in

Thickness - 6mm 1/4in

MASS

7.14 kg / sQ M 1.4 lbs / sQ Ft

MECHANICAL PROPERTIES

Tensile strength, Max. asTM D-638 70 MPa 10,000 psi
elongation at Break asTM D-638 4 % 4%
Tensile Modulus asTM D-638 3000 MPa 435,000 psi
Flexural strength ASTM D-790 100 MPa 15,000 psi
Flexural Modulus ASTM D-790 3000 MPa 435,000 psi
Izod Impact strength, Milled notch ASTM D-256 15 J/m 0.28ft/lbs.in
Abrasion (Taber, 10 rots. CS10F 500g) - Zenolite asTM D-1044 11% Haze 11% Haze
Abrasion (Taber, 10 rots. CS10F 500g) - Zenolite Plus asTM D-1044 < 10% Gloss < 10% Gloss

Pencil Hardness - Zenolite asTM D-3363 4 H 4H

Pencil Hardness - Zenolite Plus asTM D-3363 > 6 H > 6H
Thermal expansion and contraction 0.7mm/1000mm/10°C 43thou/36”/30°F

THERMAL PROPERTIES
HDT, 264psi, 1.82MPa asTM D-648 96°C 203°F
CTe, -30 to 30C ASTM D-696 7mm/(mm.°C)x10 -5 4in/(in.°F)x10 -5

Continuous service temperature  77°C 170°F
Max temperature, short term 95°C 202°F

Degradation Temperature > 275°C > 530°F

FIRE BEHAVIOUR
Flame spread asTM e84 130* 130*
australia BCa 2006 AS/NZS 13837:1998 rating 4 -
U.K. Bs476 rating 4 -
U.s.a. UL94 - HB
europe EN 13501 Class e -

CHEMICAL RESISTANCE

Kerosene no effect no effect
Mineral Turpentine no effect no effect
10% Citric Acid no effect no effect * 
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1. eGr expressly disclaims any representations or warranties of any kind, whether express or implied, as to the 
accuracy, currency, completeness and/or the merchantability or fitness for a particular purpose of any information 
contained in or provided via this documentation and/or any service or product described or promoted in this document. 
2. It is the customer’s responsibility to thoroughly examine Zenolite by a qualified person, to determine whether it is 
suitable for the application it was purchased for. 3. The receiver of our products is fully responsible to check and to 
take into account possible third party’s patent rights, as well as the existing laws in the country of installation prior to 
installing our product. 4. no liability may be derived from these images or statements nor from our free technical advice. 
5. EGR reserves the right to change, add or remove colors or product without notice. 6. Zenolite is for indoor use only. 
7. Zenolite and eGr are registered trademarks. 8. Images and colours should be used as a guide only.
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Oakmoore Pty Ltd trading as EGR. ABN: 13 056 159 570 zenolite.com

aUStralia
eGr HeaD oFFiCe

tel: +61 7 3277 7999  |  Fax: +61 7 3277 0295 
email: zenolite@egrgroup.com
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www.hvgbuilding.com.au  •  1300 854 166


